TULSA PRESERVATION COMMISSION
HISTORIC PRESERVATION PERMIT SUBCOMMITTEE – STAFF REPORT
Thursday, August 4, 2022
HP-0378-2022

HP PERMIT NUMBER: HP-0378-2022
PROPERTY ADDRESS: 708 NORTH CHEYENNE AVENUE
DISTRICT: BRADY HEIGHTS / THE HEIGHTS
APPLICANT: BIP, LLC
REPRESENTATIVE: SARAH BELL
A. CASE ITEMS FOR CONSIDERATION
1. Construction of rail
2. Installation of light fixtures
3. Replacement of door on east façade
4. Replacement of lattice around porch
Project initiated without an Historic Preservation Permit
B. BACKGROUND
DATE OF CONSTRUCTION: 1930
ZONED HISTORIC PRESERVATION: 1999
NATIONAL REGISTER LISTING: BRADY HEIGHTS HISTORIC DISTRICT: 1980
CONTRIBUTING STRUCTURE: YES
PREVIOUS ACTIONS: NONE
C. ISSUES AND CONSIDERATIONS
1. Construction of rail
2. Installation of light fixtures
3. Replacement of door on east façade
4. Replacement of lattice around porch
i. In response to a report of activity on the site, the staff of the Tulsa Preservation
Commission investigated and discovered Work in progress. A letter of notification was sent
to the owner, who responded promptly with an application form and documentation.
Proposed are the construction of a rail on the porch, the installation of two light fixtures
attached to columns on the porch, and the replacement of the front door. Also included in
the application were the repair and replacement in-kind of the steps and floor of the porch.
According to the applicant, the work was begun in response to a notice of violation the
owner received from the Working in Neighborhoods department. A Craftsman style door
with hardware was selected to replace the previously damaged front door and has been
installed. The rail, which has been constructed between the piers and on the sides of the
porch, is twenty-seven and one-half inches (2’-3 ½”) tall with balusters spaced
approximately two and one-half inches (0’-2 ½”) apart. Product data for the door and light
fixtures, which have also been installed, are included.
During the review of the application on July 19, 2022, the Historic Preservation Permit
Subcommittee members observed that the lattice had been replaced and requested
additional information about its height. The subcommittee members also had questions
about the finish of the railing, steps, porch floor, and front door. As the applicant was not
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present, the review of the application was postponed to allow staff time to inquire.
According to the applicant’s representative, the front door will be stained with a “medium
walnut” shade, and the rail and steps will be painted white to match the trim. The
applicant’s representative also indicated a willingness to reduce the height of the lattice to
meet the base of the trim around the porch floor, although its current height matches that
of the lattice present at the time the property was purchased by the current owner.
ii. Reference: Tulsa Zoning Code
SECTION 70.070-F Standards and Review Criteria
In its review of HP permit applications, the preservation commission must use the adopted
design guidelines to evaluate the proposed work and must, to the greatest extent possible,
strive to affect a fair balance between the purposes and intent of HP district regulations
and the desires and need of the property owner. In addition, the preservation commission
must consider the following specific factors:
1. The degree to which the proposed work is consistent with the applicable design guidelines;
2. The degree to which the proposed work would destroy or alter all or part of the historic
resource;
3. The degree to which the proposed work would serve to isolate the historic resource
from its surroundings, or introduce visual elements that are out of character with the
historic resource and its setting, or that would adversely affect the physical integrity of
the resource;
4. The degree to which the proposed work is compatible with the significant characteristics
of the historic resource; and
5. The purposes and intent of the HP district regulations and this zoning code.
Reference: Unified Design Guidelines - Residential Structures
SECTION A – GUIDELINES FOR REHABILITATION OF EXISTING STRUCTURES
A.1 General Requirements
Use the following guidelines as the basis for all exterior work:
A.1.1 Retain and preserve the existing historic architectural elements of your home.
A.1.2 If replacement of historic architectural elements is necessary, match the size, shape,
pattern, texture, and directional orientation of the original historic elements.
A.1.3 Ensure that work is consistent with the architectural style and period details of your
home.
A.1.4 Return the structure to its original historic appearance using physical or pictorial
evidence, rather than conjectural designs.
A.3 Doors and Door Surrounds
A.3.1 Retain and preserve original historic doors and door surrounds, including frames,
glazing, panels, sidelights, fanlights, and transoms.
A.3.2 Do not remove, cover, or move existing door, sidelight, fanlight, and transom
openings.
A.3.3 To return the home to its original historic appearance, remove non-historic doors and
replace them using physical or pictorial evidence of the originals. If no evidence
exists, select doors and surrounds which are consistent with the architectural style of
your home.
A.3.4 To gain thermal efficiency, storm doors which maintain the appearance and allow
maximum visibility of the original historic doors may be installed. Unfinished or clearfinished metals are not allowed. (Storm doors can be staff approved.)
A.3.5 If replacement of deteriorated doors is necessary, select doors and surrounds which
are consistent with the architectural style of your home.
A.3.6 If replacement of deteriorated trim is necessary, match the appearance, size, shape,
pattern, texture, and detailing of the original historic trim.
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A.3.7 When adding new door openings, maintain the proportions of the façade. Match the
dimensions and trim details of other doors and surrounds on your home. Select
doors and surrounds which are consistent with the architectural style of your home.
A.3.8 Use clear glass in new or replacement doors and sidelights.
A.3.9 Exterior security bars and grilles are discouraged.
A.6 Porches
A.6.1 Retain and preserve the original historic porch and its character-defining
architectural features through repair.
A.6.2 Do not remove character-defining architectural features of your porch, including, but
not limited to, ceiling, floor, piers, columns, railings, handrails, steps, bulkheads,
skirt/stem wall, and decorative details, such as crown molding, trim, eave brackets,
and exposed rafter tails.
A.6.3 If replacement of deteriorated porch elements is necessary, use materials that
maintain the character of the structure and the size, shape, pattern, texture,
dimensions, and directional orientation of the original historic features.
A.6.4 To return the home to its original historic appearance, use physical or pictorial
evidence. If no evidence exists, select porch features which are consistent with the
architectural style of your home. Return enclosed porches to original historic open
design (which can be staff approved).
A.6.5 If adding a railing or other porch elements where none exists, select porch elements
(columns, railing design, trim, etc.) which are consistent with the architectural style of
your home.

708 North Cheyenne Avenue - 2001
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708 North Cheyenne Avenue – February 2022 (Image from Google Street View)

708 North Cheyenne Avenue – June 29, 2022

708 North Cheyenne Avenue – July 29, 2022
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Product data – light fixtures

Image – light fixtures
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708 N Cheyenne, Tulsa Ok 74106
-

What are the current conditions, dimensions, and materials of the part of the property
where you are proposing to perform the work?
What specifically are you proposing to do? What are the materials, dimensions, design
and trim details, etc?
Does the proposed work conform to the design guidelines for the historic district?
How does the work you are proposing for your property related to other properties on the
same street?
Are there existing examples in the neighborhood of what you are proposing to do?

Note: The only reason we replaced most of this already is because the city came out and
tagged us for being a hazard and would not give us an extension under and circumstances.
This was required by the city. I have attached a city

1. The house is in fairly good shape, except for:
a. The dry rotted and damaged deck/porch /stairs/railing
b. The front door is destroyed from being kicked in. It was broken in pieces.

2. We’ll be repairing:
a. Deck boards with the same size boards (5/4-in x 6-in).
b. We’ll be replacing the railing with the same railing - same size 27.5 inches tall.
The Balusters will be spaced ~2.5 inches apart.
c. Stairs will be replaced as needed
d. The front door will be replaced with a wooded 6-lite craftsman door.

3. Yes, we’re not changing anything but the front door, everything else will be the same.
4. We’re using the same materials and style.
5. Yes.
a. Multiple houses have standard deck boards
b. Yes, many have a simple railing with this height and spacing.
c. Yes, many of the Craftsmans have 6-lite wood doors
A. Deck boards:

B Railing:

C Front Door – $250 upcharge for Oak.

Current front door:

Door Hardware: https://www.kwikset.com/products/detail/san-clemente-handleset-withhalifax-lever-deadbolt-keyed-one-side-featuring-smartkey

Maps, and size of property:

Current Pictures of structure:

TULSA PRESERVATION COMMISSION
HISTORIC PRESERVATION PERMIT SUBCOMMITTEE - STAFF REPORT
Thursday, August 4, 2022
HP-0381-2022

HP PERMIT NUMBER: HP-0381-2022
PROPERTY ADDRESS: 1733 SOUTH CINCINNATI AVENUE
DISTRICT: NORTH MAPLE RIDGE
APPLICANTS: RICHARD AND KIM MORRIS
REPRESENTATIVE: NONE
A. CASE ITEM FOR CONSIDERATION
1. Replacement of floor on porch
B. BACKGROUND
DATE OF CONSTRUCTION: 1910
ZONED HISTORIC PRESERVATION: 1993; ORDINANCE AMENDMENT 2005
NATIONAL REGISTER LISTING: MAPLE RIDGE HISTORIC RESIDENTIAL DISTRICT: 1983
CONTRIBUTING STRUCTURE: NO
PREVIOUS ACTIONS: NONE
C. ISSUES AND CONSIDERATIONS
1. Replacement of floor on porch
i. Proposed is the replacement of the wood floor on the porch with a composite material in
the Porch Collection manufactured by TimberTech. According to the applicants, the
existing wood floor has deteriorated due to sun exposure and experienced wood rot. The
proposed TimberTech boards are just over three inches (0’-3”) in width to match the width
of the existing boards on the porch. A piece of trim will run along the edge of the porch to
conceal the ends of the boards. The product data are included with the staff report.
ii. Reference: Tulsa Zoning Code
SECTION 70.070-F Standards and Review Criteria
In its review of HP permit applications, the preservation commission must use the
adopted design guidelines to evaluate the proposed work and must, to the greatest
extent possible, strive to affect a fair balance between the purposes and intent of HP
district regulations and the desires and need of the property owner. In addition, the
preservation commission must consider the following specific factors:
1. The degree to which the proposed work is consistent with the applicable design
guidelines;
2. The degree to which the proposed work would destroy or alter all or part of the historic
resource;
3. The degree to which the proposed work would serve to isolate the historic resource
from its surroundings, or introduce visual elements that are out of character with the
historic resource and its setting, or that would adversely affect the physical integrity of
the resource;
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4. The degree to which the proposed work is compatible with the significant
characteristics of the historic resource; and
5. The purposes and intent of the HP district regulations and this zoning code.
Reference: Unified Design Guidelines - Residential Structures
SECTION A – GUIDELINES FOR REHABILITATION OF EXISTING STRUCTURES
A.1 General Requirements
Use the following guidelines as the basis for all exterior work:
A.1.1 Retain and preserve the existing historic architectural elements of your home.
A.1.2 If replacement of historic architectural elements is necessary, match the size,
shape, pattern, texture, and directional orientation of the original historic
elements.
A.1.3 Ensure that work is consistent with the architectural style and period details of
your home.
A.1.4 Return the structure to its original historic appearance using physical or pictorial
evidence, rather than conjectural designs.
A.6 Porches
A.6.1 Retain and preserve the original historic porch and its character-defining
architectural features through repair.
A.6.2 Do not remove character-defining architectural features of your porch, including,
but not limited to, ceiling, floor, piers, columns, railings, handrails, steps,
bulkheads, skirt/stem wall, and decorative details, such as crown molding, trim,
eave brackets, and exposed rafter tails.
A.6.3 If replacement of deteriorated porch elements is necessary, use materials that
maintain the character of the structure and the size, shape, pattern, texture,
dimensions, and directional orientation of the original historic features.
A.6.4 To return the home to its original historic appearance, use physical or pictorial
evidence. If no evidence exists, select porch features which are consistent with
the architectural style of your home. Return enclosed porches to original historic
open design (which can be staff approved).
A.6.5 If adding a railing or other porch elements where none exists, select porch
elements (columns, railing design, trim, etc.) which are consistent with the
architectural style of your home.
SECTION E – GUIDELINES FOR NON-CONTRIBUTING STRUCTURES
E.1 General Requirements
E.1.1 For the purposes of this chapter, non-contributing structures are those listed as not
contributing to the historic character of the district due to age or architectural style
in the National Register Nomination for the district.
E.1.2 Non-contributing structures will be considered products of their own time. Do not
attempt to create a false appearance of the predominant character and
architectural style of the rest of the district.
E.1.3 Follow Section A (Rehabilitation) and Section B (Additions) as they relate to the
character-defining elements of the non-contributing structure.
E.1.4 Ensure that work on non-contributing structures does not detract from or diminish
the historic character of the overall district.
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1733 South Cincinnati Avenue – 2000

1733 South Cincinnati Avenue - 2000
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1733 South Cincinnati Avenue - Present

1733 South Cincinnati Avenue – Present
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1733 South Cincinnati Avenue – Existing porch
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HISTORIC PRESERVATION PERMIT SUBCOMMITTEE – STAFF REPORT
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HP PERMIT NUMBER: HP-0383-2022
PROPERTY ADDRESS: 1010 NORTH DENVER AVENUE
DISTRICT: BRADY HEIGHTS / THE HEIGHTS
APPLICANT: JEREMY BRENNAN
REPRESENTATIVE: NONE
A. CASE ITEMS FOR CONSIDERATION
1. Installation of crown molding under drip edge
2. Replacement of light fixture on east facade
3. Installation of light fixture on south facade
B. BACKGROUND
DATE OF CONSTRUCTION: 1917
ZONED HISTORIC PRESERVATION: 1999
NATIONAL REGISTER LISTING: BRADY HEIGHTS HISTORIC DISTRICT: 1980
CONTRIBUTING STRUCTURE: YES
PREVIOUS ACTIONS:
COA – MAY 10, 2001 – STAFF APPROVAL
Construction of two-car attached garage at rear of residence
COA – May 14, 2009 – TPC APPROVAL
Replacement of porch on south side of residence, preserving original columns and restoring
original railing details
COA – OCTOBER 8, 2009 – TPC APPROVAL
Replacement of paneled front door with 3-lite paneled door
Replacement of two slab doors on south side of residence with two sets of wood French doors
C. ISSUES AND CONSIDERATIONS
1. Installation of crown molding under drip edge
2. Replacement of light fixture on east façade
3. Installation of light fixture on south facade
i. Proposed are the installation of crown molding under the drip edge around the roof over
the front entry, the replacement of the light fixture to the right of the front door, and the
installation of a light fixture next to the east door on the south façade. Also included in the
application were the repair and replacement in-kind of masonry and trim elsewhere on the
residence, both of which were approved by staff. The crown molding exists on part of the
roof edge but is no longer present around the entire roof feature extending over the front
entry. The existing crown molding, which has deteriorated, will be replaced, and the new
crown molding will resemble that currently on the residence. According to the applicant, the
light fixture next to the front door was rusted and requires replacement.
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ii. Reference: Tulsa Zoning Code
SECTION 70.070-F Standards and Review Criteria
In its review of HP permit applications, the preservation commission must use the adopted
design guidelines to evaluate the proposed work and must, to the greatest extent possible,
strive to affect a fair balance between the purposes and intent of HP district regulations
and the desires and need of the property owner. In addition, the preservation commission
must consider the following specific factors:
1. The degree to which the proposed work is consistent with the applicable design guidelines;
2. The degree to which the proposed work would destroy or alter all or part of the historic
resource;
3. The degree to which the proposed work would serve to isolate the historic resource
from its surroundings, or introduce visual elements that are out of character with the
historic resource and its setting, or that would adversely affect the physical integrity of
the resource;
4. The degree to which the proposed work is compatible with the significant characteristics
of the historic resource; and
5. The purposes and intent of the HP district regulations and this zoning code.
Reference: Unified Design Guidelines - Residential Structures
SECTION A – GUIDELINES FOR REHABILITATION OF EXISTING STRUCTURES
A.1 General Requirements
Use the following guidelines as the basis for all exterior work:
A.1.1 Retain and preserve the existing historic architectural elements of your home.
A.1.2 If replacement of historic architectural elements is necessary, match the size, shape,
pattern, texture, and directional orientation of the original historic elements.
A.1.3 Ensure that work is consistent with the architectural style and period details of your
home.
A.1.4 Return the structure to its original historic appearance using physical or pictorial
evidence, rather than conjectural designs.
A.6 Porches
A.6.1 Retain and preserve the original historic porch and its character-defining
architectural features through repair.
A.6.2 Do not remove character-defining architectural features of your porch, including, but
not limited to, ceiling, floor, piers, columns, railings, handrails, steps, bulkheads,
skirt/stem wall, and decorative details, such as crown molding, trim, eave brackets,
and exposed rafter tails.
A.6.3 If replacement of deteriorated porch elements is necessary, use materials that
maintain the character of the structure and the size, shape, pattern, texture,
dimensions, and directional orientation of the original historic features.
A.6.4 To return the home to its original historic appearance, use physical or pictorial
evidence. If no evidence exists, select porch features which are consistent with the
architectural style of your home. Return enclosed porches to original historic open
design (which can be staff approved).
A.6.5 If adding a railing or other porch elements where none exists, select porch elements
(columns, railing design, trim, etc.) which are consistent with the architectural style of
your home.
A.5 Roofs
A.5.1 Retain and preserve the original historic roof form (hipped, gabled, etc.) and pitch.
A.5.2 Do not remove character-defining architectural features of your roof, including, but
not limited to, dormers, chimneys, cupolas, eaves, soffits, fascia boards, and
decorative details, such as eave brackets, exposed rafter tails, or corbels.
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A.5.3 If replacement of deteriorated architectural roof features is necessary, use materials
that maintain the character of the structure and the size, shape, pattern, texture,
dimensions, and directional orientation of the original historic roof features.
.1 Elmwood – Match the original historic roof material
A.5.4 To return the home to its original historic appearance, use physical or pictorial
evidence. If no evidence exists, select architectural roof features which are
consistent with the architectural style of your home.
A.5.5 Replacement of existing roof covering—wood shingles, asphalt shingles, clay tile,
etc.—with the same material does not require HP Permit review (for example,
replacing an asphalt-shingled roof with asphalt shingles). Architectural shingles are
encouraged.
A.5.6 When proposing to change the materials of your roof covering, replacement materials
that maintain the character of the structure and the size, shape, pattern, texture, and
directional orientation of the original historic roof covering will be considered on a
case-by-case basis.
.1 Yorktown – Metal roofing is not allowed.
A.5.7 When replacing your roof covering, replace an entire roof section if it is visible from
the street.

1010 North Denver Avenue - 1986
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1010 North Denver Avenue - 2001

1010 North Denver Avenue – 2017 – light fixture and roof over front entry
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1010 North Denver Avenue - Present

1010 North Denver Avenue – Present

Page 5 of 7

HP-0383-2022

Existing (top) and proposed (bottom) crown molding

Existing (top) and proposed (bottom) crown molding
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Front entry

Existing crown molding and drip edge
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TULSA PRESERVATION COMMISSION
HISTORIC PRESERVATION PERMIT SUBCOMMITTEE - STAFF REPORT
Thursday, August 4, 2022
HP-0384-2022

HP PERMIT NUMBER: HP-0384-2022
PROPERTY LOCATION: NORTHEAST CORNER OF EAST 17TH STREET SOUTH & SOUTH OWASSO
AVENUE
DISTRICT: NORTH MAPLE RIDGE
APPLICANT: TULSA ENGINEERING & PLANNING
REPRESENTATIVES: JAKE AYALA & BRENT COX
A. CASE ITEMS FOR CONSIDERATION
1. Resurfacing of parking lot
2. Relocation of driveway
3. Construction of landscape islands
4. Replacement of light poles
5. Modification and replacement of walls
B. BACKGROUND
DATE OF CONSTRUCTION: 1980
ZONED HISTORIC PRESERVATION: 1993; ORDINANCE AMENDMENT 2005
NATIONAL REGISTER LISTING: MAPLE RIDGE HISTORIC RESIDENTIAL DISTRICT: 1983
CONTRIBUTING STRUCTURE: NO
PREVIOUS ACTIONS: NONE
C. ISSUES AND CONSIDERATIONS
1. Resurfacing of parking lot
2. Relocation of driveway
3. Construction of landscape islands
4. Replacement of light poles
5. Modification and replacement of walls
i. Proposed is the reconstruction of a surface parking lot at the northeast corner of 17th
Street and Owasso Avenue, which serves the Congregation B’nai Emunah campus. The
proposed project involves resurfacing the parking lot, relocating the entrance,
constructing islands for trees and other landscaping, replacing lighting, and replacing and
modifying the existing walls along the perimeter of the lot. The western half of the parking
lot is located within the North Maple Ridge Historic Preservation Overlay District, while the
eastern half of the parking lot and the Synagogue on the south side of 17th Street are not.
The new parking lot would be resurfaced in either asphalt or concrete, and the entrance
would be shifted westward toward Owasso Avenue. Several landscape islands to
accommodate landscaping now required by the Tulsa Zoning Code would be constructed
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throughout the parking lot. The existing light poles would be replaced with one pole on the
west side of the parking lot within the boundaries of the overlay and another on the east
side outside the boundaries of the overlay. The existing walls running along 17th Street
and Owasso Avenue would be replaced entirely. The wall running along 17th Street would
be relocated a few feet to the north of its current location to accommodate additional
landscaping, and it would maintain a level height as it moves west to east, tapering to
ground level at the point where the wall meets the newly located driveway entrance. The
wall along Owasso Avenue would match the height and location of the existing wall. The
decorative concrete masonry unit blocks atop the retaining wall along the northern edge
of the lot would be removed, and a brick veneer would be added to the south face of the
wall. The retaining wall would otherwise remain intact. The proposed bricks to be used for
the walls are intended to match the masonry on the Synagogue itself.
ii. Reference: Tulsa Zoning Code
SECTION 70.070-F Standards and Review Criteria
In its review of HP permit applications, the preservation commission must use the
adopted design guidelines to evaluate the proposed work and must, to the greatest
extent possible, strive to affect a fair balance between the purposes and intent of HP
district regulations and the desires and need of the property owner. In addition, the
preservation commission must consider the following specific factors:
1. The degree to which the proposed work is consistent with the applicable design
guidelines;
2. The degree to which the proposed work would destroy or alter all or part of the historic
resource;
3. The degree to which the proposed work would serve to isolate the historic resource
from its surroundings, or introduce visual elements that are out of character with the
historic resource and its setting, or that would adversely affect the physical integrity of
the resource;
4. The degree to which the proposed work is compatible with the significant
characteristics of the historic resource; and
5. The purposes and intent of the HP district regulations and this zoning code.
Reference: Unified Design Guidelines – Non-Residential and Mixed-Use Structures
SECTION A – GUIDELINES FOR REHABILITATION OF EXISTING STRUCTURES
A.1 General Requirements
Use the following guidelines as the basis for all exterior work:
A.1.1 Retain and preserve the existing historic architectural elements of your building.
A.1.2 If replacement of historic architectural elements is necessary, match the size,
shape, pattern, texture, and directional orientation of the original historic
elements.
A.1.3 Ensure that work is consistent with the architectural style and period details of your
building.
A.1.4 Return the structure to its original historic appearance using physical or pictorial
evidence, rather than conjectural designs.
SECTION E – GUIDELINES FOR NON-CONTRIBUTING STRUCTURES
E.1 General Requirements
E.1.1 For the purposes of this chapter, non-contributing structures are those listed as not
contributing to the historic character of the district due to age or architectural style
in the National Register Nomination for the district.
E.1.2 Non-contributing structures will be considered products of their own time. Do not
attempt to create a false appearance of the predominant character and
architectural style of the rest of the district.
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E.1.3 Follow Section A (Rehabilitation) and Section B (Additions) as they relate to the
character-defining elements of the non-contributing structure.
E.1.4 Ensure that work on non-contributing structures does not detract from or diminish
the historic character of the overall district.
SECTION G – GUIDELINES FOR LANDSCAPE FEATURES, PAVING, AND SIGNAGE
G.1 Landscape Features
G.1.1 Retain and preserve original historic walls, fencing, lighting, planters, and other
landscape features through repair.
G.1.2 Removal of historic landscape features will be considered on a case-by-case basis.
Removal of non-historic landscape features can be staff approved.
G.1.3 Ensure that new landscape features are appropriate to the style of your building
and consistent with the historic elements found along the same street and within
the district.
G.1.4 Use fencing materials that are consistent with the historic fencing found along the
same street and within the district. Chain-link fencing, wire fencing (12 gauge or
less), vinyl fencing, or any fencing that blocks the view of structures is not allowed.
G.1.5 Use wall materials that are consistent with the historic walls found along the same
street and within the district. Cinder block, segmental retaining wall systems,
corrugated metal, and railroad ties are not allowed. Historically styled cast
concrete block will be considered on a case-by-case basis.
G.2 Paving
G.2.1 Retain and preserve original historic paving, steps, and bulkheads through repair.
G.2.2 Ensure that the design of new paving is consistent with historic elements found
along the same street and within the same neighborhood.
G.2.3 Use paving materials that are consistent with the historic paving found along the
same street and within the same neighborhood. Asphalt and stained concrete are
not allowed within the front yard.
G.2.4 Surface parking lots do not support the historic character of the district.
Construction of parking lots is strongly discouraged but will be considered on a
case-by-case basis provided that the following guidelines are met:
.1 Match the front setback pattern of the historic structures on the same side of
the street. On corner lots, match the setback pattern of the historic structures
on all adjoining streets. When the setback pattern of the historic structures on
the same side of the street varies, locate the parking lot between the minimum
and maximum of the prevailing setbacks.
.2 The screening that is required by the Zoning Code shall meet the conditions of
G.1.4 and G.1.5. Ensure that screening is of sufficient height and density to
obscure the view of the parking lot from the street and adjacent historic
structures.
.3 When possible, provide vehicular access to the parking lot from an alley or
arterial street to minimize the traffic impact on residential streets.
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Existing Parking lot (view northeast)

Existing wall along 17th Street (view east)

Page 4 of 7

HP-0384-2022

Existing wall and sidewalk along Owasso Avenue (view south)

Existing entrance to parking lot (view northeast)
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Existing parking lot and retaining wall (view north)

Existing light poles at entrance to parking lot (left, view west)
and on west side of parking lot (right, view northwest)
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Congregation B’nai Emunah south of 17th Street (view southeast)

Samples of proposed bricks
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Legend of Terms
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General Notes

Overhead Cable Television
Overhead Electric Line
Overhead Telephone Line
Underground Cable Television
Primary Electric Line
Secondary Electric Line
Underground Telephone Line
Gas Line
Existing Water Line
Existing Fire Line
Existing Storm Sewer Line
Existing Sanitary Sewer Line
Existing Sanitary Sewer Service
Force Main
Fence

B/L
CLF
CMP
CO
DCDV
DGDI
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ESMT
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EP
ER
FF
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Building Line
Chainlink Fence
Corrugated Metal Pipe
Clean Out
Double Check Detection Vault
Double Grate Drop Inlet
Drainage Easement
Easement
Electric Meter
Electric Transformer
Existing Light Pole
Existing Light Pole
Existing Light Pole Relocated
Finish Floor
Fire Hydrant

FL
FP
GFC
GP
GV
ID
MW
NP
PB
PC
PCC
PG
PI
PRC
PT
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Flowline
Fence Post
Gas Filler Cap
Guard Post
Gas Valve
Inside Diameter
Monitoring Well
New Light Pole
Traffic Signal Pull Box
Point of Curve
Point of Compound Curve
Page
Point of Intersection
Point of Reverse Curve
Point of Tangent

PP
PLL
PPD
PPL
RCB
RCP
R/W
SGDI
SCB
SF
SH
SP
SSLH
SSL
SSMH

=
=
=
=
=
=
=
=
=
=
=
=
=
=
=

Power Pole
Parking Lot Light
Power Pole w/ Drop
Power Pole w/ Light
Reinforced Concrete Box
Reinforced Concrete Pipe
Right-Of-Way
Single Grate Drop Inlet
Sprinkler Control Box
Square Feet
Sprinkler Head
Steel Post
Sanitary Sewer Lamphole
Sanitary Sewer Service Line
Sanitary Sewer Manhole

=
=
=
=
=
=
=
=
=
=
=
=
=

Station
Standard
Storm Sewer Manhole
Top of Curb
Theoretical Top of Curb
Top of Grate
Telephone Vault
Top of Rim
Traffic Signal Light
Triple Grate Drop Inlet
Utility Easement
Water Meter
Water Valve

1. All construction shall be in strict accordance with the current City of Tulsa, Department of Public Works, Engineering Division
Standards and Specifications and the 1999 Edition of the Oklahoma Department of Transportation Standard Specifications for Highway
Construction and as may be subsequently revised, updated, and adopted.
2. The Contractor is responsible for familiarizing himself with each applicable Division and Section of work to include: description,
materials, equipment, construction methods, special requirements, methods of measurement, basis of payment, and standard drawings
in accordance with the City of Tulsa applicable Standards and Specifications. The Contractor is solely responsible for producing an
acceptable end product in substantial conformance with these plans, standards and specifications.
3. The Contractor is responsible for verifying the location and depth of all Public and Franchise Utility crossings, whether existing or
proposed. Locations of underground Public and Franchise Utility lines were obtained from the Public and Franchise Utility Owners and
have been shown to the extent known. The Contractor is specifically cautioned that the locations and elevations of Existing Public and
Franchise Utilities as shown on these plans have been located as nearly as practicable from information furnished by the various Public
and Franchise Utility Owners, from such surface indications as may exist at the construction site and, where possible measurements
taken in the field. Such obstructions are shown for the purpose of advising the Contractor that they may interfere with the work to be
done hereunder, but not for the purpose of indicating that the work can be performed without such interference. The information is not to
be relied on as being exact or complete. The Contractor must call the appropriate Public and Franchise Owner or "Call OKIE
(OKLAHOMA ONE-CALL)" no sooner than ten (10) days nor later than forty-eight (48) hours prior to the start of work to request exact
field locations of the Public and Franchise Utilities.
4. Any construction change made at the request of the City of Tulsa Public Works Department or Inspection Department which materially
increases the quantities and/or construction cost will be considered the contractor's expense UNLESS such change is approved by the
owner or engineer of record PRIOR TO THE WORK BEING PERFORMED. No additional payment will be made unless such change is
approved IN WRITING by the owner or engineer of record.
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